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2'-0"

4'-0"

1'-0" 1'-0"

GALVANIZED GUY WIRE NO. 12 MIN.

2 STAKES PER TREE.  ALL EXPOSED
PORTIONS OF TREE STAKES FREE
OF RUST SCALED AND PRIMED.
TREE STAKES MIN 6'-10" LENGTH
METAL T-BAR.

SOIL MIX TRENCH 1'-0" DEEP
CONNECTING TREE TO TREE.

LESS THAN 4" CALLIPER

RUBBER BLACK HOSE 1/2" OR
APPROVED EQUAL.  POSITIONED
ABOVE FIRST STRONG BRANCHES
OF DECIDUOUS

2" MIN. DECIDUOUS BARK MULCH OR
APPROVED EQUAL OVER EXPOSED
ROOTBALL.  PULL AWAY FROM TRUNK.

COMPACTED NATIVE SOIL.

TREE STAKE SET MINIMUM 1'-0" INTO
UNDISTURBED SOIL.

ROOTBALL MINIMUM SIZE AS PER
SPECIFICATIONS.

CUT BACK WIRE BASKET AND
BURLAP TO EXPOSE 1/3 TOP OF
ROOTBALL.   POSITION TOP OF
ROOTBALL 50 MM MAX. BELOW
FINISH GRADE.  REMOVE CUT
BASKET AND BURLAP FROM ROOT
HOLE.
TOPSOIL LIGHTLY COMPACTED.

NOTES:

UNDISTURBED NATIVE SUBSOIL.

1.  IF MINIMUM UTILITY SETBACKS
PERMIT,  POSITION TREE STAKES
INTO DIRECTION OF  PREVAILING
WINDS.

2.  ALL TREE STAKES TO MAINTAIN
3'-3"  FROM ALL U.G.  POWER,
TELEPHONE AND  GAS ALIGNMENTS.

3.  DIG ALL ROOT HOLES BY HAND
WHEN  CLOSER THAN 3'-3" TO U.G.
POWER,  TELEPHONE AND GAS
ALIGNMENTS.

4. PRUNE ONLY DEAD OR DISEASED
TREE LIMBS.  MAINTAIN TREE FORM.
DECIDUOUS TREE ONLY.

6" MAX.

DETAIL  N.T.S.
ANGLE STAKES 2 DEGREES.

1'-4"

STL.  ANGLE

PERFORATED STL.
LANDSCAPING GRATE
PAINTED

BRICK PAVERSBRICK PAVERS

typ. tree planting detail

deciduous
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